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COMPARISOX OF WEIGHTS OF 17ST ANWND STEEL TUBULAR STRUCTURAL
MEMBERS USED IN AIRCRAFT CONSTRUCTION

By E. C. Hartmann
I - Intro&uction

Although the strong sluminum alloys have proved themselves
to be very efficient in aircraft construction there is a growing
competition from the high-strength steels for certain parts, es~
peciglly for tubular structural members., This tendsncy is being
reflected in research work carried on at the Bureauw of Standards.
In view of these facts 1t seems desirabdle to study the relative
merits of these two materials strictly from a strength-weight
ratlio viewpolint to provide a basis for other comparisons. No at-
tempt will be made in this discussion to include the other fac-
tors, such as cost and resistance to corrosion, which also have a
bearing on the relative economy.

This study will be based largely on data given in Technical
Note No. 307 of the National Advisory Committee for Aeronautics,
entitled "Strength of Tubing under Combined Axial and Transverse
Loading." '

II - Object

The object of this study is to compare the weights,K of 178T
tubes and steel tubes used for structural members under various
types of loading common in aircraft construction.

III - Assumptions

Any aircraft structure of tubular construction can be
broken up into individual tubular members, each of which is
designed principally for a certain type of loading. Ordinarily
the length of these individual members and the total loads to
which they are subjected are independent of the material used,
and therefore in & study of relative welghts of a given member
designed in 17ST and steel it may be assumed that the load and
length are the same for both metals. In addition to the above,
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it has been assumed in this report that the yield strength of
the material 1is more important for determining the maximum load
for design purposes than the ultimate tensile strength. It has
been agsumed also that commerciasl sizes of itubes are so finely
grgded that slmoest any combination of wall thickness gnd diam-~
eter are available. The welghts of end connections have been
neglected. '

IV -~ Tubular Tension Members
For direct tension members the following formula applies:

= ~Af =
F A Lw

maximum total load on member, 1D.,
gross cross-sectional area, sqg.in.,
yield strength of material, lb./sq.in.
over—all weight of member, 1b.,

length of menmber, in.,

welght of material, 1b./cu.in.

where

R R

This formula can be rewritten as follows:

7 - BElu
v f

As noted in Section III (p. 1), P and L are fixed by
the conditions of the problem and taking this into account one
arrives at tho following

w(izs®) . w(i7sm)  £(Steel) _ _0.101 w f(Steel)
W(Steel) w(Steel) £(178T) 0.284 £(17s8T)

From the above expression it can be shown that any stesel
having a yield strength less than 2.82 times the yield strength
of 17ST will make a heavier tension member when designed for: the
game load and length. Thus if the yield strength of 17ST is
taken as 40,000 pounds per square inch in accordance with Arnmy
and Navy Specification AN .9092; 1929 issue, no steel having a
yYield strength less than 115,000 pounds per square inch can com~
pete on a strict weight-strength basisw
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V - Tubular Beams

In N.A.C.A. Technical Hote Ho. 307, referred to in the
introduction, bending tests on tubing of 17ST and chrome-molyb-
denum stecl are described. These tests seem to show that the
modulus of rupture (computed stress at failure) of 17ST tubular
beams is limited by the tensile strength of the material, where~
as the modulus of rupture of steel tubes often exceeds the ten-
sile strength of the material by as much as 25 per cent. In
spite of this, however, it would seem logical in design %o as-
sume that the yield strength of the materisl would be the lim-
iting condition for computed stresses in bending, provided, of
course, that there was no buckling action on the compression
side. On this basis the following formula may be set up:

M
f = =
S
. 32M
cma® (1.t
where f = yield strength of material, 1b./sq.in.,
¥ = maximum bending moment, in.-1D.
S = section modulus, in.3,
d. = .outside diagmreter of tube, in.,
ingide diaméetfer '

TR
[

outside ‘digmeter

Assuming that the valuwe of M. is fixed by the design con-
ditions and that the value of Xk 1is constant whether the tube.
be of steel or gluminum, it can bDe shown that :

a(i7sT) = [%%%%l]% X a(Steel).

The over-all weight of a tubular beam may be expressed as
follows:

W = wLA

wi T a®(1=1")

in which the terms are as defined previously. Assuming the value,
of L to be fixed by design conditions it follows that: '



4 N.A.C.A. Technical Note No. 378

W(17sT)  _ w(178T) , & (L7ST)

W(Steel) w(Steel) d® (steel)
2
3
~  0.355 X ELS.EQQL)_]
£(178T)

From the above it can be shown that for equal over-all weight
and equal beam strength, steel must have a yield strength 4,71
times that of 17ST in order to compete on a strict strength-
welight basis. Assuming a 40,000 pound per sguare inch yield
strength for 178T, the necessary yield strength for steel would _
be 188,000 pounds per square inch. _ .-

The above discussion of tubular beams concerns itself only
with strength, no mention being made of deflections. While &
study of equal deflections is not highly important yet it may
be of some interest to include it here. TFor egual deflections,
assuming a given span length and load, the following condition
must be satisfled

E(17ST) X 1I(17sT) = &EB(Steel) X I(Steel)

where B = modulus of elasticity, 1b./sq.in.,
I = rmoment of inertia, inches

Assuming that the ratio of the moduli of elasticity of
steel and aluminum alloys is 3 to 12 regardless of small changes
in composition and assuming that X is the same for both metals,
it can be shown that the condition just stated is only satisfied
when - -

a(17sT) = [%}4 X a(Steel)

= 1.31 d(Steel).

Knowing this diameter relation, the weight ratio can be ~
determined as follows: -

W(17ST) . _ 0.20% , & (1vsm)  _ 0.615. | -
W(Steel) 0.284 d°(Steel)

From this it follows that if the yield strength is not exceeded,

an aluminum tubuvlar beam can always be made about 39 per cent

lighter than a steel tubular beam for the same span, load, and v
deflection. '
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VI - Tubular Compression Members

A study of the relation of steel and aluminum from a
strength-wveight standpoint for columns in general becomes
guite involved owing %o the complicated relation between
strength and slenderness ratio, In the Fuler range where the
same formula applies for steel and aluminum the problem is sim-
ple enough. For columns which are too stiff to fall in this
range the investigation must be conducted by plott1ng a series
of separately destermined points.

The relations in the Euler range will be studied first.
In this range the strength of columns may be found from the
following formula: '

P _. en’E
A T 2
)
EN
where P = maximum axially applied column load, 1lb.,
r = least radlus of gyration of column, in.,
¢ = g constant depending on end cdndltlons of the
column, ..
A, E, &L = same as defined previously. ’

Writing A and r in terms of d° and k it is possible
to rewrite the above formula in the follow1nb form"

P = o ﬂsd?E(l-kf)

641>

where d and Xk are the same as prevlously defined. Assuming
that P and L are fixed by design conditiobis and that Xk is
the same for 17ST and steel one arrlves at the follow1ng rela—-
tion of diameters:

a(i7sT) _ [E(Stee_)]
d(Steel) E(17ST) S

= 1l.31l.

It will be recognized that. this is the same relatlon of
diameters as determined previously for tubular beams of equal
deflectlion and hence it follows that the same weight relation
holds true, namely:

W(178T) _ = 0.,615.
W(Steel)
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In the Euler range of colunns, then, an &luminum tubes can
always be designed for the same length and axial load a8 a glv-
en steel tube and still ‘De about 39 per cent lighter.

It has already been pointed out that outside the Euler
range of columns the weight relation of steel and aluminum men-
bers becomes guite complicated. By means of trial and error
methods, however, it is possible to determine this relation for
a number of points in a range in which test data are available.
Thie has been ‘done using the results of tests reported in
W.A.C.A. Technical Note No. 307. The results of this study arse
to be found plotted in Figure 1 for a considerable range of
slenderness ratios. Three differsnt steels were studied in
preparing this figure. The first two, Steel A and Steel B, were
heat-treated chrome-molybdenum steels for which data were taken
from the N.A.C.A. bulletin previously referred to, while the
third, Steel C, represents an ordinary mild steel having a yleld
strength equal to that of 17ST. Steel C was not used 1ln the
T.A.C.A., investigation but was included on this figure simply
for comparative purposes. .

It will be noted that all values were plotted against the
L/r ratio for 178T, The IL/r ratios for the three steels are
indicated below the 17ST scale and will be found to differ con-
siderably from it. This simply means, of course, that for a
given length and leocad it 1is necessary to have & smaller L/r
ratio for a 17ST column than 1t is for & corresponding steel
column. It is interesting to note that the scales for steel
run irregularly compared to the scale for 17ST.

At the right hand edge of %the figure all three curves be-
come tangent to the horizontal straight line at 61.5 per cent,
as would be expected from the study of the Euler range of col-
umns glilven above. The curve for Steel C dips below this line
immediately, reaching a minimum value of about 37 per cent at
L/r = 0. The curves for the other two steels lie above the
horizontal straight line and the one for Stesl A actually goes
above 100 per cent and shows a considerable saving in weight
over 178T. All.three curves have been carried up to L/r = 0
even though actual test data were not available in the case of
Steels 4 and B for values of IL/r 1less than 30. It was pos-
sible to extrapolate from the test deta'with reasonable accu-
racy, however, and while the results may not be exactly correct
they at least indicate the trend of the relation. I& may be
safely concluded from Figure 1 that for a given load and length,
178T tubular columns may be designed lighter than steel columng
for a2ll values of L/r greater than 40 (80 for steel) regard-
less of the strength of the steel. The above study 1is based on
the results of tests of columns having round ends and it can be
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assumed that the same relation would hold for other end condi-
tions especially in the Euler range whére their validity has
elready been demonstrated. Test results are 1ot available,
however, for other end conditions.

VII - Tubular Members Under Combined Bending and Compression

Flgure 2 shows the ratio of weights of tubular members of
175T and heat-treated chrome-molybdenum steel under combined
bending and compression. The assumptions upon which this study
was based are indicated at the bottqm of the figure. The val-
ves used in plotting the curves were determined from data given
in Pigures 4 and 5 of W.A.C.A. Technical Note No. 307. Since
these data are based on average results for the three steels
tested, it may DPe assumed that the steel represented in Figure
2 has a yield strength of about 116,000 pounds per square inch
which puts it about midway between Steels 4 and B in Figure 1.
The value of k. (ratio of inside to outside diameter) was as-
sumed to be 0.96 for both 178T gnd steel. It was not consid-
ered wise in this .case to extrapelate the data as was done in
Pigure 1 for columns in compression only, since there was no
background of tests. to indicate the trend of the results.

In order to show the effect of varying the ratio of trans-
versé load to axial load, Pt to0 P, two values of m were

selected as shown. in Figure 2. It should be understood that m
itself is not the ratio.of Py to P but is defined as follows:

Pt

n =
P

wheré PT = - transverse load which would cause bending
failure when the axial load is zero.

Since Pgp 1is different for a steel tube and a 17ST tube
it follows that m would also be different when P, 1is kept

constant. The m values shown in Flgure 2 were selected for
178T to give a reasonable relation of Pt to P without re-

gard for the corresponding m values for the steel. ‘The re-
sulting ratio P/P. was approximately 8 for m = 20 per cent

and approximately 3 for m = 40 per cent.

Comparing Pigure 2 with Figure 1, it is clear that the ad-
difion of transverse or bending loads ta a column does not
greatly affect the weight ratio of 17ST to steel in the range
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for which valuesg are given. In fact it seems reasonable from
studying the shape of the curves in Figure 2 that there is a
tendency to approach the 61 per cent line in the Euler range
in the same manner as was found in the .case of Figure 1.

VIII - The Effect of Local Buckling

It has been assumed throughout the discussion above that
the strength of the tubular members was not affected by local
failures, that 1s, that the ratio of outside dlameter of tube to
thickness of .wall, &/t, was so chosen that local failures
could not occur. It often happens in aircraft construction
that in the effort to reduce weight to a minimum, the 4&/%
ratio is made so large that if the members are tested to de-
structlion they are found to fail locally by wall crumpling.
The strength of gsuch members ig always less than would be in-
dicated by the formulas which apply to members of smaller 4/t
ratio, In general it may be sgaid that the lightest member for
a given loading condition results from choosing the d/t
ratio thet is Jjust on the border line of local failurse.

The relations of the variables involved in a study of
local buckling are not very well understood although consider-
able worls is being done by wvarious investigators on this probdb-
lem. There is some evidence that the limit of local buckling
occurs in aluminum tubes at a smaller 4/t ratio than in stecel
tubes. Naturally this fact would alter results obtained in the
foregoing discussion of weight ratios since it cowld no longer
be assumed that Xk (ratio of inside diameter to outside diam-
eter) was the same for 178T and steel in all cases.

It should be pointed out in this connection, however, that
the wall thickness of a tube is often determined by the stiff-
ness required for handling the tubes in the shop or field rathoer
than by theoretical requirements. For this reason it is highly
probable that in many cases the advantage of the greater resls-
tance of steel to local failure under compressive forces could
not be fully realized.

In order to study the effect of d/t ratio on the rela-
tive weight of 17ST and steel tubular members it has been as-~
sumed that the limiting 4/t ratios for 17ST and steel are as
follows:

%(l?ST) 50

100.

%(Steel)
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These ratios of d/t may also be expressed in terms of the k
ratio previously used in this report as follows:

k(178T) = 0.96
r{Steel) = 0.98.

It 1s believed that the above figures favor steel to some extent,
that is, if the limiting d/t ratio for 17ST is 50 the corre-
sponding d/t ratio for steel would not be as great as 100.

The above values will be satisfactory for the present investi-
gation, howsever, and will be used below to study the changes
which they cause on the ratio of weights of 17ST and steel for
the varlous loading conditions.

Tubular tension members.— A study of Section IV of this
report will show that the valuwe of Xk does not affect the rela-
tive weilghts of direct tension members in 17ST and steel. In -
other words, provided the strength of the material is constant,
the thickness of the wall of the tube has no effect on the maxi-
mum stress which the tube can carry ian direct tension and there-
fore the conclusions drawn from Section IV above apply Jjust as
well hers,

Tubulagr beamg.- A study of Section V above shows that the
value of k affects the gstudy at several points. Thus we find
that the ratio of diameters comes out as follows:

1

a(izse) [QLSteel)TE' X . [1 - k4(Steel)}%

d(steel) £(178T) | 1 - x*(178T)

1

= |£{szeel)|® X o0.s02.
T(17sT) |

The ratio of welghts of the two materials becomes

2
W(17sT) - w(i?ST) 4 (178T)  x  1-k (178T)

W(Stecel) w(Stesal) a®(steel) 1-k2(Steel)
. 2
_ f(steel)|®
= 0.453 X [f(17ST) .

From the above relation it follows that for equal weights
the yicld strength of steel must be 3.27 times that of 17ST,
Assuming the yield strength of 17ST to be 40,000 pounds per
square inch, the yield strength of steel would have to be at
least 131,000 pounds per square inch if the steel is to com-
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pete on a weight basis. It will be found that this comparison
l1s much more favorable to steel than the one previously found
in Section V as would be expected.

For equal deflections in tudbular beams it is found that
the ratio of diameters is as follows:

a(17sT) - [E{Steel)]% % [1-k4(Steel)]%

d(Steel) E(17ST) 1-k *(17sT)

= 1.1l15.

Prom this 1t follows that the ratio of weights for equal de-
flections is

W(i7ST) _ =. 0,87s.
W(Steel)

. Those figures show that, if the yield strength is not
excecded, aluminum tubular beams can always be made 12 per
cent lighter than steel tubular beamns of the same apan length
and dcflection. A comparison of this statement with the corre-
sponding one made in Seciticn V will show that here again the new
k retios have besn decicdedly in favor of steel but have not
overcome the welght~saving advantage of aluminun.

Tubular compression members.~ The effect of the new Xk
values on the retio of weights of 178T and steel tubular com-
presslion members will now be studied. In the Euler range of
colunns it can be shown that the following relation holds:

a(17se) - ?;nggg;l]% % 1~k*<Stee1)]‘%
a(Steel) E(17ST) 1-x*(17sT)

= 1.115.

This expression is identical with the one given above for
equal deflections of tubular beams and therefore it follows that
the ratio of weights will also be identical:

W(i78T) = o.s7s.

Figure 3 has been drawn in the same manner as Figure 1 ex~
cept that the new valves of Xk for 17ST and steel were used.
It will be noted that the curves in this figure start at the
same nolnt as in Figure 1 for L/r values of O but are higher
throughout the -rest of tie range of L/r values becoming tan-
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gent to the 87 per cent line in the Euler range. It is obvious
that the new X values have been very favorable to steel but
have not resulteéd in 17ST eantirely losing its weight advantage.
It may be said from a study of FPlgure 3 that for L/r values

of 60 or more (70 in the case of steel), 17ST members can always
be made lighter than stesl.

IX - The Effect of Keeping Outside Diameters Equal

So far in this report the outside diameters of the tubes
have been allowed to vary as nscessary in order to satisfy cer-
tain conditions as to the ratio of inside to outside diameters.
In general this has resulted in 178ST being used very efficiently
because it has sllowed the 17ST member to have a larger outside
diameter than that of the corresponding steel member of equal
strength. It should be appreciated, however, that there are
cases in which the outside diameter of the 17ST tube cannot be
larger than that of the corresponding steel tube if the compari-.
son of weights is to be entirely fair.  For example, exposed -
tubular aircraft members will offer wind resistance in propor-
tion to their diameters and this fact places a premium on small
diameters especially in high speed planes. For this reason 1t
seems wise to study briefly the effect of designing not only for
equal load and length but also for equal outside diameters.

This will be done in the following paragraphs.

Direct tension membersg.~ As previously. noted under Section
VIIiI the relative dimensions of the tubes do not enter the prodb-
lem of comparing weights of direct tension members designed for
equal load and leagth and hence the conclusions drawn in Section
IV apply equally well here.

Tubular beams.~ If a 17ST tubular beam and a steel tubular
beam of equal outside diameter are designed to carry the same
load on the same span length, their inside diameters will vary
according to their yield strengths. -If the yield strengths of
the two materials are equal the inside diameters of the two
tubes, of course, will be equal. If the yield strength of the
steel is greater than that of the '17ST the inside diameter of
the steel tube will be somewhat greater than-that of the 17ST
tube, but the difference. will-not be directly proportional to
the .difference in yield strength. -

These’relaélons-can be shown by the expregssion bslow which
follows from the work in Section V if a(17ST) is assumed equal
to d(Steel): . , ' - ‘
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; 4
£(178T) ~ . 1~k (Steel) . o
£(Stecl) 1-kx “(17sT) -

It can also be shown from the work in Section V that for egual
outside diameters the ratio of weights is as follows: L

W(1787) - w(l7ST) yx 1=k (17ST)
W(Steel) w(Steol) 1-k%(Steel)

Kaowing these relations it has been possible to prepare
Figure 4 which shows graphically the welght relations of 17ST
and three different steels. The abscissas for this figure have
been handled in much the same manner as those for preceding
figures, that is, the plotting was done on the basis of the val-
ues ‘for 178T, and the corresponding values for the steels are
indicated below the main scale. It is important to note that
for Steels A and B the Xk values (ratio of inside to outside
diameter) do not start with zero at the left side as do those
for 17ST and Steel C. Thig means that there are some sizes of
tubes which if made of a steel having higher properties than
17ST cannot be matched in beam strength by any 17ST tube of
equal outside diameter rsgardless of weight, In other words the
gs0lid rod becomes the limiting condition beyond which the wall
thickness cannot be increased. Since most aircraft tubing falls
in the range, k = 0.90 %o 0.98, however, it is unnecessary to
consider those impossible cases. - : ' -

It will be noted in FPigure 4 that the curve for Steel A
lies entirely above the squal weight line which shows that under
the restriction of equal outside diameters Steel A will always
make a lighter tubular beam than 17ST. It can be shown thst any
steel having a yield strength higher than 113,000 pounds per
square inch is similar to Steel A in this respect. Comparing =
the above findings with those of Section V it is evident that
Placing a restriction on the outside diameter of the 17ST tubu-
lar beams has been favorable to steel.

Comparing tubular beams of equal outside diameter designed
for equal deflections under a given load on a given span onse
finds that 17ST cannot compete with steel regardless of strength.
The curve representing the ratio of weights in this case coin-
cides with the curve for Steel D in Figure 4.

Tubular compression members.-~ In the Buler range the weight
relation of 17ST and steel tubular columns of equal outside diam- ;
eter is exactly the same as that for beams of equal deflection,
and can be represented by the same curve. This means that if
outside diameters are held equal, slender 17ST tubular columns
will always be heavier than steel columns of equal length and
strength regardless of the properties of the steel used.
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For tubular columns which are too short and stiff to fall
in the FEuler range the relation of weights of 175T and steel is
complicated by the fact that both slenderness ratio and k
ratio are variables which affect the results. 'In order to plot
the values shown in Figure 5 the problem was simplified by
selecting an average value for the k rgtio for steel,
kx(steel) = 0.94. This made it possible to show the treand of the
welght relation for various sleﬁdernesé ratios. If a higher Xk
ratio had been selected for the steel the curves would all have
been lowered slightly and vice versa. In other words, the thin-~
ner the wall of a steel tube the better chance 17S8ST has to com=
pete on a weilght basis for a given outside diameter.

It will be noted in Figure 5 that the curves for Steels A
and B become tangent to and follow the 128 per cent line toward
the right side of the sheet. It can be Bhown that the curve for
Steel C does the gsame if coatinued beyond the limits of the
sheet. This 128 per cent line represents the weight relation in
the Buler range of columns and may be checlked by studying the
dotted curve in Figure 4. This curve has an ordinate of 1.28 at
the point where its Lk wvalue is 0,94. :

Conparing Figure 5 with Figure 1 it 1s clear that holding
the outside diameter of a 178T tube the same es that used in the
corresponding steel tube has again beea favorable to the steel..
It has resulted in Steel A being lighter for all slenderness
ratios and has almost put Steel B in the same class.

X - Summary

The preceding sections of this report show the relation of
weights of tubular structural members built of 17ST and various
steels for a number of types of loading. It has been demon-
strated that 17ST makes a considerably lighter member than
gteel in many cases but it is difficult to summarize the find-
ings because of the many variables involved. Therefore it seems
well to restrict the following discussion to & comparison of
17ST with one typical high s trength steel. The steel selected
will De called Steel E and will be one which will meet the U. S.
Army Air Service Specifications No. 10231-B (June 21, 1926) for
Alloy Steel Tubes.* These specifications call for a minimunm
tensile strength of 95,000 pounds per square inch but state no.
vield stremgth. Assuming 97 per cent for the ratio of yield
strength to tensile strength™ one arrives at a yield strength |
of say 92,000 pounds per square inch for Steel E. The 17ST

*¥.A.C.A. Technical Nots No. 307.
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tubing will be assumed to have a 40,000 pound per square inch
vield strength in compliance with Army Navy Specifications _
A ¥ 9092 (1929 issue). Therefore the assumed ratio of yield
strengths will be as follows:

Yield strength Steel B _ 92,000 1b./sg.in. -5, 3,
Tield strength 17ST 40,000 1b./sqg.in.

Tubular Tension Members, Equal Strength

178t 1s about 18 per cent lighter than Steel E.

Tubular Beams, Equal Strength

178T is about 38 per cent lighter than Steel E 1f the It
ratio of the 17ST tube can be egual to that for the steel tube.
The outside diameter of the 17ST tube will be 32 per cent great-
er than that of the steel tube.

17ST is about 21 per cent lighter than Steel E 1f the k
ratio of the 17S8T tube must be smaller than that for steel in
the ratio 0.96 to 0.98. The outside diameter of the 17ST tube
will De about 6 per cent greater than. that of the steel tube.

If the outside diameter of the L7ST tube cannot be larger
than that of the steel tube, 17ST will be lighter than Steel E
only when the k ratio of the steel is greater than about 0.80.
Even in the most favorable circumstances (k& for steel greater
than 0.98) 17ST can be only about 20 per cent lighter.

Tubular Beams, Equal Deflection

17ST is about 39 per cent lighter than Steel E if the k
ratic of the 17ST tube can be equal to that for the steel btube.
The outside diameter of the 17ST tube will be 31 per cent great-
er than that of the steel tube.

17ST is about 12 per cent lighter than Steel E if the k
ratio of the 17ST tube must be smaller than that for the stesl
tube in the ratio of 0.96 to 0.98. The outside -diamster of the
1787 tube will De about 12 :per cent greater than that of the
steel tube.

If the outside diameter of the 178T tube cannot be larger
than that for the steel tube the former will be heav1er by at
least 6 per cent.
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The statements above for beams of equal deflection are not
restricted to a comparison of 17ST with Steel E but apply equal-
ly well for any other steel having a modulus of elasticity of
about 30,000,000 pounds per sqguare inch.

Tubular Columns, Equal Strength, Euler Range

The statements made in the first three paragraphs for beams
of equal deflection can be made equally well.

Tubular Columns, Equal Strength, Outside Euler Range

When short stiff columns are considered, the relation of
welghts becomes complicated and reference should be made to
Pigures 1, 3, and 5. The curve for Steel E in each case would
lie just below that for Steel B and would become tangent to the
horizontal line at about the same point. In general it may De
said that 1f the outside diameter of the 17ST tube may be mads
larger than that of the steel tube, 178T is lighter than Steel E
by about 5 to 39 per cent depending upon the restrictions placed
on the k ratio. Even when the outside diameter of the 17ST
tube cannot be larger than that of the gteel tube, 17ST is
lighter than Steel E if the steel tube has an L/r ratio of
40 or less.

*XI - Conclusions

The following conclusions are based on the studies pre-
gented in this report: :

1. A steel tubular structural member designed for any
ratio of d/t (outside diameter to wall thickness) can be
valled in strength by a 1787 tubular member having the same
d t ratio at a substantial saving in weight as indicated below.

a) If the yield strength of the steel is equal to
that of 17ST, the 17ST tube will be from 28 to 64 per
cent lighter.’

b) If the yield strength of the steel is about
equal to 97 per cent of the minimum %t ensile strength
for alloy steels stated in the U. S. Army Air Service
Specifications No. 10231-B, say 92,000 pounds per
square inch, the 17ST tube will be from 10 to 40 per
cent lighter. '
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c) If the yisld strength of the steel is
raiged to about 115,000 pounds per square inch the
1787 tube begins to lose its weight-saving advantage
for tension members and short columns but retains
some advantage for beams and long columns,

d) Regardless of the other properties of the
gteel, if the mecdulus of elasticity remains about
30,000,000 pounds per square inch the 1787 tube will

always be 39 per cent lighter than the

steel tube

for long columns and for beams d331gned for a given

deflection.

2+ Under the conditions stated for the first conclusion
the 17ST tube will have a larger outside diameter than the steel

tubse in the four cases as indlicated below:

a) If the yleld strength of the steel is egual
to that of 178ST the diameter of the 178T tube will
be from O to 31 per cent larger than that of the

steel tube.

b) If the yield strength of steel
poundse per square inch the diameter of
will be from 31 to 58 per cent larger,

c) If the yield strength of steel
pounds per sguare inch the diameter of
will be from 31 to 72 per cent larger.

d) For long columns and for beams
& given deflection the diameter of the
will bs 31 per cent larger,

is 92,000
the 17ST tube

is 115,000
the 17ST tube

designed for
178T tube

3. IfT it is specified that the outside diameter of the

17ST tube cannot be larger than that of the

steel tube, 1787

loses much of its weight-saving advantage for columns and
beams. In long columns and in beams designed for a given de-~

flection, steel -tubes will be lighter regardless of the ylsld

strength of the steel, In short columns and in beams designed
for strength the 17ST tube will be considerably lighter if the
steel has a yield strength about equal to that of 178T but will

lose this advantage rapldly as the yield strength is raised,

If the steel has a yileld strength of more than 115,000 pounds

per square inch the steel tube will be lighter than the 178T

tube for all loading conditions,.

4, If the d/t ratio for a 17ST tube must be kept
smaller than that for a stesel tube because of the lilkelihood

]
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of local compression failure, 17 ST loses some of its weight-
saving advantage in short columns and in beams designed for
strength but not as much as indicated above for the condition
of equal outside diameters,

5., For most tubular structural members 17ST should be
able to compete easily on a weight basis with any steel having
a yield strength less than 90,000 pounds per sguare inch. In
some cases it should be able to compete with steels having
yield strengths as high as 115,000 pounds per sguare inch.

»

XII - Recommendation

It is recommended that this investigation be continued
to study more thoroughly the effect of variations in ratio of
inside to outside disameter. This can only be done when morse
complete data are available on the subject of local buckling
of steel and aluminum tubular members in compression.

Aluminum Research Laboratories,
Aluminum Company of America,
New Kensington, Pa., March 27, 1931.
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Fig. 1 Ratio of weights of tubular columns designed in 17ST and steel for

equal load and length.
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Fig. 2 BRatio of weights of tubular columns under combined bending
: and compression.
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IL/r ratio for steel
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Flg. 3 Ratio of weights of tubular columns designed in 17ST and steel for
squal load and length.
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Fig. 5
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Fig. 5 Ratio for weights of tubular columns designed in 17ST and steel for

equal load and length.



